
 

 

 

 

The ODN Range - Primary Impact Crushers 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

• High Crushing Capacity 

• Easy to maintain 

• Hydraulic adjustment 

• Low crushing costs 

• Rugged design 

• Easy exchange of spare parts 

• High degree of blade usage 

• Capacity will not change as blades wear 

• Long life wear parts 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MAIN DIMENSIONS 

  
TYPE MARKING 

A B C D E F 

ODN 1400x1500 3200 2890 3500 1301 2201 1810 

ODN 1600x1600 3810 3570 3975 1542.5 2938.5 2056 

ODN 2000x2200 4364 4755 4900 1767.5 3356.5 2656 

ODN 2000x3000 4364 5600 4900 1767.5 3356.5 3456 

ODN 2500x2500 5790 5605 5970 1980 4979.5 3052 

 

MAIN TECHNICAL DATA 

TYPE MARKING ODN ODN ODN ODN ODN 

1400x1500 1600x1600 2000x2200 2000x3000 2500x2500 

Inlet hole size mm 800x1544 1270x1690 1500x2399 1500x3025 2000x2699 

Max. volume of the 

inlet piece 

m3 0.2 0.75 1 1 1.5 

Max. size of the inlet 

piece 

mm 1200 1500 2000 2000 2300 

Capacity t/h 260-300 350-550 550-1000 900-1400 1000-1800 

El. motor power 

output 

kW 315 - 400 320 - 630 630 - 1250 1000 - 1750 1250 - 2250 

Weight with the 

finish-crushing grate 

t 23.6 52 75 100 144 

Weight without the 

finish-crushing grate 

t 21.2 48 70.7 94 135 

 

OUTLET GRAIN SIZE 

primary 
0-80mm 95% 

0-100mm 99.5% 

secondary 
0-25mm 85% 
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